
1. Position the Drain Blocks
Apply the rubber waterproof mem-
brane to your surface. Once this is 
complete mark the drill hole posi-
tions. Drill the bolt holes into the 
substrate starting at 250mm from 
the first edge and then at 500mm 
intervals thereafter. Position each 
drain block over the drilled hole. 
Make sure that the filling port is 
facing you on the inside of the 
installation.  

2. Position the Spigots and bolt 
down
Next, you must place the 
SPIG-LITEadvanced on top of the 
drain blocks. Make sure the spigot 
is sat centrally to the drain block, 
ensuring that the drain block and 
spigot are flush together. Once the 
channel is lined up with the holes, 
you can fix down the spigots with 
the bolts. 
       
Before moving onto the next 
step you must ensure the gound 
is completely dry.   

3.  Resin 
Please do this step one spigot at 
a time. Pump resin into the drain 
blocks. When you see resin fill 
the bolt hole, stop. Use a gloved 
finger to remove any exces so 
you can see the bolt head clearly. 
Continue down the entire length 
of the project until all the drain 
blocks have been filled with resin.
The resin will take 24 hours to 
cure. You are able to fit the glass 
before the curing time is finished.
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4. Fit the glass and clamps 
Place the clamps onto the glass so 
that they allign with the spigots. 
Place the cap screw through the 
clamp bar and loosely 
screw on the rectangular nut.
The bar needs to be spun so it that 
the angled side of the 
bar is nearest the glass.
The unit needs to slide in from the 
side with the rectangular 
nut slotting into the top of the ‘V’ in 
the profile

5. Adjust the glass  
Adjust the glass so that it is perfe-
clty aligned using a 5mm hex key. 
All cap screws need to be 6Nm. 
Once this is complete you should 
fit the top bead and gasket as well 
as the end caps, if they’re required.    

6. Finish the installation  
Once everything is correctly 
in place we recommend that 
the glass and channel are both 
cleaned. Using a non-abras-
sive glass cleaner on the glass 
and warm soapy water on the 
SPIG-LITEadvanced spigots. Please 
only use a soft sponge or cloth to 
avoid any scratches.  
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Should you have any questions please don’t hesitate to contact us:
Tel:  +44 (0)1208 261040
Email: sales@pure-vista.com
www.pure-vista.com 


