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Edge Mounting Plate
INSTALLATION GUIDE

Safety
Protective gloves

Eye protection goggles
Toe cap safety boots

Tools
Ratchet/wrench ½ or 3/8 inch size.

19mm socket
Extension bar

Ratchet/wrench ½ or 3/8 inch size.
Rubber mallet

Parts
1x 3mtr Edge Mounting Plate (black or silver)

1 x 3mtr Edge Mounting Plate Cover Strip
15 x Stainless nut insert

15 x Plastic isolator
15 x Stainless steel bolts
15 x Galvanised washers

1 x Balcony Seal Kit (optional)

Should any problems arise or you have any questions please don’t 
hesitate to contact us:
T: +44 (0)1208 261 040

E: sales@pure-vista.com
www.pure-vista.com

http://www.pure-vista.com




Place the Stainless steel nut insert into the 
plastic isolators, these will be tight.

Press the isolators (with the nut) into the 
correct holes under the plate, there is a 
defined slot in the bottom of the plate 
-these will be snug and tight to prevent 
rotation of the nut when tightening the 
bolt.

Place the plate on to a flat suitable surface 
and then place the relevant channel 
(POSIglaze or POSIone) on top, it must 
align with the grooves in the bottom of 
the channel and also to the holes with the 
threads.
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Place a washer on to your bolts, insert into 
the channel and screw in to the nuts until 
they are all down.

Working from either the centre or one 
side to the other, torque the bolts down to 
XXNM.

Product is now ready to be bolted to your 
substrate with suitable fixings such as 
Wurth concrete screws (Part number:- 
5929122045)

Once everything is fixed down, you can now 
apply the cover trim to the outside of the 
plate to cover the fixings, this will need to 
be tapped on with a rubber mallet.

Should any problems arise or you have any questions please don’t hesitate to contact us:
T: +44 (0)1208 261 040
F: +44 (0)1208 261 041
E:- sales@pure-vista.com
www.pure-vista.com
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